Concrete for the KHP Building site. R-4000-12 811 BD 4-0040 Rehab and Repair

A-1 The concrete pavement for this work shall meet the requirements established for “Concrete for
Structures — Grade 3.0”. These requirements can be found in the KDOT Standard Specifications (2007
edition), Division 400. For this work, the following requirements for the mix design are established.

Minimum pounds of cement per cubic yard of concrete = 564
Maximum water/cement ratio = 0.48

The contractor shall furnish a mix design to the owner for approval.

A-2 All component materials used in the approved mix design shall meet the requirements provided
by the Standard Specifications (2007 edition), Division 1100

A-3 Multiple pours and days on deliveries.



Concrete KHP Building Site

Site Number|Length Ei.&: (f){Depth (ft) |Cubic Feet|Cubic Yards|Site Total Cu yds
1 40 1 25 100| 3.7037037
1 40 1 2.5 100{ 3.7037037
1 21 1 3 63| 2.3333333
1 21 1 3 63| 2.3333333
1 30 1 3 90| 3.3333333
1 30 1 2.5 75| 2.7777778] 18.18518519
2 59 28 0.5 826| 30.592593| 30.59259259
3 68 6 0.34 138.72| 5.1377778
3 38 6 0.34 77.52| 2.8711111
3 33 24 0.34 269.28| 9.9733333| 17.98222222
4 80 27 0.67 1447.2 53.6 53.6
5 80 22 0.67 1179.2| 43.674074| 43.67407407
164.0340741
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